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PAVED SHOULDER

*

TYPICAL ELEVATION

GROUND MOUNTED SIGNS

A

A

EDGE OF TRAVEL LANE

BEGINNING WORK IN A LOCATION.

UPON THE CONTRACTOR TO DETERMINE THE EXACT LOCATION OF UTILITIES BEFORE

AND, THEREFORE MAY NOT BE PRECISELY ACCURATE.  THEREFORE, IT IS INCUMBENT

PLAN LOCATIONS FOR EXISTING UTILITIES ARE BASED ON THE BEST AVAILABLE INFORMATION

(*) = N.C.D.O.T. STANDARD SPECIFICATIONS FOR ROADS AND STRUCTURES

FABRICATORS SHALL BE AISC CERTIFIED IN CATEGORY 1,      SEE (*) ARTICLE 1072-1.

FIELD VERIFICATIONS SHALL BE REQUIRED FOR ALL SUPPORTS, SEE (*) ARTICLE  903-3.

POLE LENGTH,  RELATIVE TO THE ELEVATION OF THE EDGE OF PAVEMENT.

DIMENSION "S"  REPRESENTS AN INCREASE (+),  OR A DECREASE (-)  IN

NOTES:

GROUND MOUNTED SIGNS 

TYPE  'A'  AND TYPE  'B'

201

SIGN NO.

AA

A A

EDGE OF RAMP
EDGE OF THRUWAY

PAVED SHOULDERS

A

A

A A

SHOULDER

10' MIN/15' MAX VAR.

FROM APPROACHING THRU LANES.

FOR OPTIMAL VISIBILITY

AND THRU LANE SHOULDER

CLOSE AS POSSIBLE TO GORE

LOCATE EXIT GORE SIGN AS

SIGN-2

TYPE  'A'  AND 'B' GROUND MOUNTED SIGNS

SHEET NO.TIP NO.

SEAL

DATE:

APPROVED:

NC License No: C-1554

Raleigh, North Carolina 27609

343 E. Six Forks Road, Suite 200

HNTB NORTH CAROLINA, P.C.

R-2413CA
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